CHANGE: UPDATED CHART

AIP - ltalia ENR 2.1.2.5-5

ATC SURVEILLANCE MINIMUM ALTITUDE CHART — ICAO BARI CTR
CHART ONLY TO BE USED FOR CROSS | BARI PALESE TRANSITION ALT 5000
CHECKING OF ALTITUDES ASSIGNED APP 119.500

TWR 118.300 AD ELEV 187
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NOTE /REMARKS: ALTITUDES AND ELEVATIONS
1. ALTITUDES ARE ESTABLISHED ON BARI ONH. ARE IN FEET
IN CASE OF COM FAILURE
2. MINIMUM ALTITUDES ENSURE AT LEAST 1000FT CLEARANCE OVER THE
HIGHEST OBSTACLE WITHIN SECTOR AND WITHIN: MAG VAR SET TRANSPONDER CODE 7600
- 3 NM OF THE SECTOR BOUNDARY UP TO 20 NM FROM SYSTEM CENTRE. [,
- 5 NM OF THE SECTOR BOUNDARY BEYOND 20 NM FROM SYSTEM CENTRE. AN 05 M Scale 1:750.000
3. OUTSIDE THE AREAS FOR WHICH MINIMUM ALTITUDES APPEAR ON THE CHART, ( ) 0 5 10
THE NORMAL MINIMUM ENROUTE LEVELS WILL BE USE. ' NM
4. CENTRE OF SYSTEM RADAR BARI: 41° 08' 02" N - 016 45° 29" E o 5 10 15 Km
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